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MODULARITA DELSISTEMA

Ponteggio RP 105 larghezza 105 cm

Modularita g'I'IO -150 - 180 - 200 - 250

©@ICELIN CERT Sommommmee =2
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This certificate of conformity attests that the products

STEEL FAGADE SCAFFOLDING SYSTEMS,
Typs: BF 105/RP 106 (RAPIDO 108)

and available in olowing systom mﬂg.m.m
EN 12810-4N-SW00/250-H1-A-LA EN 12810-4D-SW08/250-H1-A-LA
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EN 12810-4N-SW09/200-H1-A-LA
EN 12810-4N-SW09/180-H1-A-LA
EN 12810-4N-SW09/150-H1-A-LA
EN 12610-4N-5W09/110-H1-A-LA
EN 12B10-4N-SWOATT-H1-A-LA

EN 12810-4D-SW08/200-H1-A-LA
EN 12810-4D-SW0S/MB0-H1-A-LA
EN 12B10-4D-SW0S/150-H1-ALA
EN 12810-4D-SW0S/110-H1-ALA
EN 12810-4D-SWOS77-H1-A-LA

Placed on the market and manstactursa by CETA SpA,
Head office and 24127 BERGAMO, LO, 47149, ITALY,

Phone: +39 035 454 85 11, fax: +39 036 261 622
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