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MODULARITA DELSISTEMA

Ponteggio RP 70 larghezza 70 cm
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CERTIFICATE OF CONFORMITY

01368.1111.11.2022

This certificate of conformity attests that the products.
STEEL FAGADE SCAFFOLDING SYSTEMS,
Type: RP 70 (RAPIDO 70)

and avaiiabia in folowing systam

EN 12810-4D-5W06 / 250-H1-8-LA.
EN 12810-4D-5W06 / 250-H1-B-LS
EN 12810-4D-5W06 | 200-H1-B-LA.
EN 128104D-SW06 { 180-H1-B-LA.
EN 12810-4D-5W06 { 150-H1-B-LA.
EN 12810-4D-SW06 | 110-H1-B-LA
EN 12810-4D-SW06 { 77-H1-BLA

Pplastsring, cladding, sod others),

EN 12810-4N-SWOB | 250-H1-B-LA
EN 12810-4N-SWOE  250-H1-BLS
EN 12810-4N-SWOS  200-H1-B-LA
EN 12810-4N-SW0S / 180-H1-B-LA
EN 12810-4N-SWW08 / 150-H1-B-LA
EN 12810-4N-SWWD8 / 100-H1-B-LA
EN 12810-4N-SW08 / 77-H1-B-LA

Placed an the market and manufactured by CETA SpA,
Head office and plant adress: 24127 BERGAMO, via GRUMELLO, 47148, ITALY,
Phane: +39 035 454 B5 11, fax: +39 035 261 622

fufl ail the relevant characteristics of the constituent elements and the standard configurations
of the scaffokding system, declared by the manufacturer in the Product

coordance wilh the requirements specified in the reference standards
EM 12810-1:2003, EN 12811-1:2003
verifications

ev. 1729.01.2015, are in ac
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products. . performed
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‘scheme: 3, according fo EN ISOICE 17067:2013.
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2022 and will remain valid until
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