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MANUTENZIONEg larghezza 77 cm

Modularita i44-50-77-100-110-150-180-200 - 250 - 300

COSTRUZIONE ' arghezza 110 cm

Modularita i44-50-77-100-110-150-180 - 200 - 250

OGICECON CERT Jpeneesmrons 55
" g./

01357.1/11.11.2022

This certificate of conformity attests that the products
STEEL FACADE SCAFFOLDING SYSTEMS,
Type: MULTICETA / MULTICETA 77

ig lastering, cladding, and others),
and avaifable In folowing system configurstion:

EN 12810-4N-SW09/250-H1-A-LA
EN 128104N-SW0S/200-H1-A-LA
EN 128104N-SW09/80-H1-A-LA
EN 12810-4N-SW09/150-H1-A-LA
EN 12810-4AN-SW09/110-H1-A-LA

EN 12810-4D-SW09/250-H1-A-LA
EN 12810-4D-SW09/200-H1-A-LA
EN 12810-4D-SW09/80-H1-A-LA
EN 12810-4D-SW09/150-H1-A-LA
EN 12810-4D-SW09/110-H1-A-LA

EN A
EN 12810-4N-SW06/250-H1-ALA
EN LA

EN1. 1-A-LA
EN 12810-4D-SW06/250-H1-A-LA
EN A-LA

EN 12810-4N-SWO0B/180-H1-ALA
EN 12810-4N-SWOB/150-H1-A-LA
EN 12810-4N-SWOB/110-H1-A-LA
EN 12810-4N-SWOB/77-H1-A-LA

EN 12610-4D-SWO0B/180-H1-A-LA
EN 12810-4D-SWO06/150-H1-A-LA
EN 12810-4D-SW06/110-H1-A-LA
EN 128104D-SW05/77-H1-A-LA
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Placed on the markst and manufactured by CETA SpA,
Haad office and plant adress: 24127 BERGAMO, via GRUMELLO, 47149, ITALY,
Phone: +39 035 454 86 11, fax: +39 035 261 622
4 l he rlovant characiaistis of the constvent lements and tho standard confgursions
g syle. declred by e manuacher i he Produt Manualcode 00153
Tev. 1128,01.2018, are actiod i dards

b 2003, EN 12811-1:2003

ICECON CERT carried out verifications regarding the characteristic performances (load

capacky pokions sohlly, aolety e operaton and dursblly) of 8 scafldding eystem

fepresentative for this products family, performed the evaluation of the applied factory

production _control. ICECON  CERT  shall perform the  continous ~ surveiliance

y g the factory
l heme: 3, according 17067:2013.

certificate was issued on 11" of November 2022 and will_remain valid until

30" of March 2025. as long as the requirements specified in the reference standards,

the constructive solution, the characteristic performances of the scaffolding system constituent

‘lements, the intended use, the manufacturing process and the applied factory n

control are not significantly modified, unless it is suspended or withdrawn by the certfication
body.

Buzharezt 11" af Novamber 2022
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